
 
 
 
 
 
 
 

 
EBX-250 EMERGENCY PHONE CONTROLLER 

 
Typical Building Wiring Diagram 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 

                                                                                                         

 
NOTE: This wiring diagram supersedes the wiring diagram provided with the LS-250 Rescue Station. 

LSL-250 REMOTE STATION with LCD. 
Flush-mounted in lobby, usually next to fire 
alarm panel. 

 

TELEPHONE ROOM 

120 VAC with ground. 
Bring into box 

through bottom 
knockout. 

 A dedicated circuit is 
recommended. 

REMOTE HANDSET 
          (OPTIONAL) 

  NOTE:  Bring all telephone    
  wires in through upper  
  knockouts of back box. 

2 conductors for MR-250 
4 conductors for MR-250MF 
6 conductors for LSL-250 (w/ LCD) 
     twisted-pair comm. wire (CAT5) 
            preferably shielded 

ELEVATORS 
11-20 

ELEVATORS 
1-10 

 
EBX-250 

EX-250 

2 conductors 
 per elevator 

twisted-pair comm 
 wire (CAT5) 

preferably shielded 

Tel 
Demarc 

6 conductors – shielded, twisted-pair 
communication wire (CAT5)  

6 conductors 
shielded, 

twisted-pair 
comm. wire 

(CAT 5) 

LOBBY 


