
 
 
 
 
 
 
 

 
EX-250 EXPANSION STATION 

 
Typical Building Wiring Diagram 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 

                                                                                                         

 
NOTE: This wiring diagram supercedes the wiring diagram provided with the LS-250 Rescue Station. 

ELEVATORS 1-10 

LS-250 RESCUE STATION 
Usually mounted next to fire alarm panel. 
Back box must project ½” out from final wall 
surface. 

Conduit into controller to avoid    
exposed wire in machine room. 

TELEPHONE ROOM 

120 VAC with ground. 
Bring into back box through bottom knockout. 

 A dedicated circuit is recommended. 

REMOTE HANDSET 
          (OPTIONAL) 

  NOTE:  Bring all telephone    
  wires in through upper  
  knockouts of back box. 

2 conductors per elevator 
twisted-pair comm. wire (CAT5) 8 conductors    

shielded, twisted-pair comm. wire 
(CAT5) 

2 conductors    
twisted-pair comm. wire (CAT5) 

 (If off-site dialing required) 

ELEVATORS 
21-30 

ELEVATORS 
11-20 

EX-250 
#1 

EX-250 
#2 

2 conductors 
 per elevator 

twisted-pair comm 
 wire (CAT5) 

Tel 
Demarc 

6 conductors – shielded, twisted-pair 
communication wire (CAT5)  

6 conductors 
shielded, 

twisted-pair 
comm. wire 

(CAT 5) 


